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MODEL REF CUSTOMER HP VOLTS AMPS HZ RPM ROTATION CUSTOMER PN

INFORMATION DISCLOSED ON THIS DOCUMENT
IS CONSIDERED PROPRIETARY AND SHALL NOT BE

REPRODUCED OR DISCLOSED WITHOUT WRITTEN

CONSENT OF NIDEC MOTOR CORPORATION

ISSUED BY

ASSEMBLED VIEW V01 B

REVISION RECORD FOR:

ALL DIMENSIONS ARE FOR REFERENCE ONLY UNLESS TOLERANCE IS GIVEN

TITLE CODE SIZEITEM NO.

REVIEWED BY ENGINEER APPROVED

REVISION DATE

SHEET
NUMBER
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REV

NIDEC MOTOR

CORPORATION

NIDEC MOTOR CORPORATION 24-Jun-11

1 1 E UPDATED NOTE.

UPDATED VIEW SWITCH.

23-JUN-11

E. VICENCIO K. MERTENS K. MERTENS 721805

C3473-00

S55CXPNA-7672 -- WHOLESALE 3/4 115/230
10.0/4.9

9.8/4.9 50/60 1725/1425 CCW LEAD END REV 872
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HOLE CENTERED IN BOTTOM OF UNDERCUT

FACE OF HUB TO BE PERPENDICULAR
TO C OF SHAFT WITHIN .004 T.I.R.

.015 R. MAX.

.047 X 45° MAX.

TO FACE OF
BRG. CAP
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MACHINED SURFACES (V) SHALL BE
125 MICRO INCH OR LESS UNLESS
OTHERWISE SPECIFIED.

L

GREEN GROUND
SCREW

EXTRA NUT, FLAT &
CUPPED WASHER ON
EACH STUD

1/2-14 N.P.S. THR'D.

2 COMBINATION Q.C.
TERM.STUDS & 3
Q.C. TERMS.

END OF SHAFT
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AUTOMATIC THERMAL
PROTECTOR

SPLIT IN MTG.RING
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